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§60.170 Applicability and designation
of affected facility.

(a) The provisions of this subpart are
applicable to the following affected fa-
cilities in primary zinc smelters: roast-
er and sintering machine.

(b) Any facility under paragraph (a)
of this section that commences con-
struction or modification after October
16, 1974, is subject to the requirements
of this subpart.

[42 FR 37937, July 25, 1977]

§60.171 Definitions.

As used in this subpart, all terms not
defined herein shall have the meaning
given them in the Act and in subpart A
of this part.

(a) Primary zinc smelter means any in-
stallation engaged in the production,
or any intermediate process in the pro-
duction, of zinc or zinc oxide from zinc
sulfide ore concentrates through the
use of pyrometallurgical techniques.

(b) Roaster means any facility in
which a zinc sulfide ore concentrate
charge is heated in the presence of air
to eliminate a significant portion
(more than 10 percent) of the sulfur
contained in the charge.

(c) Sintering machine means any fur-
nace in which calcines are heated in
the presence of air to agglomerate the
calcines into a hard porous mass called
sinter.

(d) Sulfuric acid plant means any fa-
cility producing sulfuric acid by the
contact process.

§60.172 Standard for particulate mat-
ter.

(a) On and after the date on which
the performance test required to be
conducted by §60.8 is completed, no
owner or operator subject to the provi-
sions of this subpart shall cause to be
discharged into the atmosphere from
any sintering machine any gases which
contain particulate matter in excess of
50 mg/dscm (0.022 gr/dscf).

§60.175

§60.173 Standard for sulfur dioxide.

(a) On and after the date on which
the performance test required to be
conducted by §60.8 is completed, no
owner or operator subject to the provi-
sions of this subpart shall cause to be
discharged into the atmosphere from
any roaster any gases which contain
sulfur dioxide in excess of 0.065 percent
by volume.

(b) Any sintering machine which
eliminates more than 10 percent of the
sulfur initially contained in the zinc
sulfide ore concentrates will be consid-
ered as a roaster under paragraph (a) of
this section.

§60.174 Standard for visible emissions.

(a) On and after the date on which
the performance test required to be
conducted by §60.8 is completed, no
owner or operator subject to the provi-
sions of this subpart shall cause to be
discharged into the atmosphere from
any sintering machine any visible
emissions which exhibit greater than 20
percent opacity.

(b) On and after the date on which
the performance test required to be
conducted by §60.8 is completed, no
owner or operator subject to the provi-
sions of this subpart shall cause to be
discharged into the atmosphere from
any affected facility that uses a sul-
furic acid plant to comply with the
standard set forth in §60.173, any visi-
ble emissions which exhibit greater
than 20 percent opacity.

§60.175 Monitoring of operations.

(a) The owner or operator of any pri-
mary zinc smelter subject to the provi-
sions of this subpart shall install and
operate:

(1) A continuous monitoring system
to monitor and record the opacity of
gases discharged into the atmosphere
from any sintering machine. The span
of this system shall be set at 80 to 100
percent opacity.

(2) A continuous monitoring system
to monitor and record sulfur dioxide
emissions discharged into the atmos-
phere from any roaster subject to
§60.173. The span of this system shall
be set at a sulfur dioxide concentration
of 0.20 percent by volume.

(i) The continuous monitoring sys-
tem performance evaluation required
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